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HEARTH TO EXTEND OUT FRONT

50mm THICK HEARTH

mm

JETMASTER 700D 500

JETMASTER 850 500

JETMASTER 1050 500

100mm THICK HEARTH

UNIT SET ABOVE HEARTH

HEIGHT ABOVE 100mm HEARTH 0 150 200 300 400

JETMASTER 700D 300 300 300 300 300

JETMASTER 850 400 390 350 300 300

JETMASTER 1050 500 490 460 400 300

50
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50mm gap

50mm gap

50mm gap

Combustible wall

1200mm 1200mm

100 x 200mm

air vent

50mm gap

50mm

 gap

Non-combustible

295mm gap

100 x 200mm

air vent

1110mm
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FRAMING / COMBUSTIBLE MATERIAL CLEARANCES:
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1. Find a clean and flat surface to complete the assembly. Pre-drill the screw holes with 

      supplied 4mm drill bit. Use high-temperature silicone and screws, add the  50x50mm 

      support blocks onto the side panel. The support blocks should sit flush with the bottom, 

      side and top edges of the side panel. Repeat the process for both side panels.
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Support blocks

Side panel

Rear 

2. Install the rear panel to the bottom panel. Make sure the sides and rear of the bottom panel 

      are aligned to the rear and side edges of the rear panel. Pre-drill the screw holes with supplied

      4mm drill bit. Use high-temperature silicone and screws. 

Bottom Panel 

Rear Panel 
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4. Place the supplied flat metal sheet to the base of the assembly. Push the sheet towards the 

      back of the base panel. 

3.   Install both side panel assemblies to the bottom and rear panel assembly. Pre-drill the screw 

      holes with supplied 4mm drill bit. Use high-temperature silicone and screws. Make sure the 

      sides panels are aligned to the sides and top of the rear panel.

Side panel

Bottom and Rear panel 

assembly

Side panel

Flat metal sheet
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5. Install the appliance and gather assembly to the box assembly. Slide the appliance on the 

      flat metal sheet to avoid damage to the bottom panel. Leave the front of the appliance and

      gather assembly about 10mm from the front of the base panel.

Appliance and Gather  

assembly Box Assembly

Front of base panel 

assembly

6.  Slide the front panel to the box assembly. Start the front panel on an elevated position above

     the completed assemblies. The front panel must slide between the rear of the lip trim of the

     appliance and gather assembly and front edge of the side panels. Pre-drill the screw 

     holes with supplied 4mm drill bit. Use high-temperature silicone and screws. Then push the 

     appliance and gather assembly until the rear of the lip trim is touching the front panel.

Front panel

Lip trim

Front of side panel



7.  Attach the top panel to the box assembly. Make sure all edges are aligned. Pre-drill the screw 

     holes with supplied 4mm drill bit. Use high-temperature silicone and screws. This will complete 

     the assembly.

     IMPORTANT: The flue hole on the top panel is not symmetrical. The flue should be closer

      to the front of the assembly for the Jetmaster 700d and the reverse for the Jetmaster 850 

     and Jetmaster 1050 variants.
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TABLE OF CONTENTS:

700d

DESCRIPTION QTY

50mmx50mm960mm 4

10-8x65mm chipboard screws 30

4mm drill bit 1

Installation instruction 1

Slide plate 0.55mm galvanised-795mm x 415mm 1

850

DESCRIPTION QTY

50mmx50mm1018mm 4

10-8x65mm chipboard screws 40

4mm drill bit 1

Installation instruction 1

Slide plate 0.55mm galvanised-945mm x 505mm 1

1050

DESCRIPTION QTY

50mmx50mm1143mm 4

10-8x65mm chipboard screws 50

4mm drill bit 1

Installation instruction 1

Slide plate 0.55mm galvanised-1145mm x 550mm 1

19/06/2025 8


	Slide 1
	Slide 2
	Slide 3
	Slide 4
	Slide 5
	Slide 6
	Slide 7
	Slide 8

