
Installation Instructions
Jetmaster 850 Gas Log



Jetmaster gas logs are fuel effect appliances intended for 
use in a fireplace suitable for the burning of wood. It is 
recommended that the Jetmaster gas log be placed in a 
properly installed Jetmaster Convector firebox in order to 
ensure an adequate draught and greater efficiency.The 
Jetmaster open fire is an approved open fire to burn wood. 
The following size fireboxes are available for the Type 1 
burner to be inserted into.The firebox can be installed into an 
existing fireplace subject to the chimney being the 
appropriate size and in sound condition.The firebox can also 
be installed from new with a gather and flue.

( D I M E N S I O N S  I N  M I L L I M E T E R S )

A A1 B C D E

850 920 950 450 750 250 220

850 LOW 920 950 450 700 250 220

MODEL WIDTH HEIGHT DEPTH WEIGHT

850MK4 841mm 215mm 260mm 17kg

DATA PLATE: Refer to date place for information in respect 
of gas pressure, consumption and gas type, Natural 
or LPG.The data place is located to the side of the grate.

Location Requirements
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1. The fireplace construction must be non- combustible and in
accordance with the current Building Regulations for chimney
and fireplaces intended for solid fuel use.

2. The flue and/or chimney should be tested and proven to have
an adequate updraft  which shall be sufficient to remove all
waste products of combustion. A minimum cross-sectional
area of 40 000-sq. mm is required with a minimum chimney
flue height of 3.6 meters. The installer must satisfy himself
that the fireplace is functioning properly and a smoke test is
recommended. When using a jetmaster firebox the
appropriate diameter flue for the model fireplace should be
used.

3. The appliance must  comply  with  the  clearances  specified in
AS/NZS 5601 gas installation code.

4. In cases where a twin walled metal flue is used and provided
such flue shall comply with the clearances specified in AS/
NZS2918 & AS/NZS5601.1 or manufacturers instruction in
respect of clearance to combustible.

5. In cases where a metal flue is used, such flue shall comply
with the standards relating to grade, quality and thickness as
are current.

6. An approved flue cowl with a minimum cross-section of 40 000-
sq. mm shall be affixed to the top of the flue or chimney. Refer
AS/NZS 5601.1

7. The installer must remove or fix in an open position any damper
which may be affixedto or contained in any fireplace.

8. It should be noted that the Code AS/NZS 2286 (Space heating
appliances-secondary guards) requires a dress guard to be
affixed to the appliance or fireplace

9. Ventilation- An opening to outside with a minimum
free ventilation area of 400 Square centimeters shall
be  provided for each decorative gas log fire.
Note: The chimney in which the appliance is
installed is not to be considered as ventilation
opening.

10. The appliance shall be installed into a fireplace with a minimum
opening of 600mm width and 217mm depth
and shall be no greater than 1050 mm width and
400mm depth.

11. Combustible materials to be no closer than 100mm
either side of fireplace opening and no closer than 150mm
above the opening. The firebox should have a non-combustible
hearth in front of the firebox.

12. Only flue cowls conforming to AS4566 or the proprietary cowl
specified by the manufacturer shall be used.

7. 

850 MK 4 gas log Burner. Suitable for model fireboxes 850 - 
1050

IMPORTANT: Installation of this appliance should 
only be carried out by an authorised person in accordance 
with the manufacturers instructions. All relevant 
codes and regulations laid down by the gas supply 
authorities, uniform building regulations and the 
requirements of local municipal authorities must be 
observed. the installation should comply with AS/NZS 
5601.

Model Type: 1 Decorative Gas Log Fire 

850 GAS LOG BURNER



Installation:
Fitting the Gas Grate
1. Check unit is suitable for intended gas supply.

2. The position of the gas control and inlet is on the right hand 
side.(3/8" B.S.P. female connection for L.P.G & 1/2" for NG) 
Ensure that the fireplace/chimney is cleaned prior to 
installation

3. In an existing fireplace or Jetmaster firebox (if being used) drill 
a 15mm hole through the right hand side of the fireplace(as 
you face it) at a point of 85mm from the base and 85mm from 
the rear wall(if providing stop cock in firebox).85mm from front 
wall (if stop cock is outside firebox).

4. Cut and debur both ends of pipe. Fit the end to the gas supply 
point and turn on for approximately 5 seconds to clear the pipe 
of any dirt or grit. Fit the other end to the gas unit.

5. Turn on the gas and check all connections for leaks using soapy 
water or approved method. Fix any leaks.

6. Possible carbon deposition may occur on the appliance 
incorporating live fuel effect.

Adjusting Pressure, Pilot 
and Low Fire
1. All settings are set to operate at appropriate pressures (see data
plate). Test point is located on gas valve.

2. Check low fire if adjusted correctly.

3. The pressure can be measured on the gas valve and the
regulator adjusted to the appropriate pressure (see data plate
affixed to side of the appliance.)

Lighting Instructions
PILOT FLAME IGNITION 
Locate control knob on right hand side of valve. Depress and turn
control knob (FIG 1) to the    PILOT position (FIG 4). Depress
the control button and ignite with piezo ignitor (FIG 2) whilst
keeping control knob firmly depressed for 20 seconds. Check that
pilot stays lit. If it goes out repeat ignition procedure.

MAIN BURNER IGNITION
Depress and turn control knob anti-clockwise from    PILOT 
position to the    ON position (FIG 5). The burner will not 
ignite if the rocker switch is depressed in the OFF position (FIG 3).

To light main burner press rocker switch to ON position (FIG 3).

TO TURN MAIN BURNER OFF WITH PILOT 
REMAINING BURNING
Depress rocker switch to OFF position. (FIG 3)

Main burner can also be turned off by the use of control knob.This
is done by turning control knob clockwise to    PILOT position
(FIG 8). Control knob will need to be turned back to    ON
position (FIG 5) to light main burner.

TO TURN MAIN BURNER OFF OR ON WITH 
OPTIONAL WALL SWITCH
Pilot must be burning.
Control knob is in the         ON position. (FIG 5)

Rocker switch is in the OFF position. (FIG 3)

Wall switch can now be activated.

Important! Wall switch can only be activated if rocker switch is in
off position.

TO TURN PILOT AND MAIN BURNER OFF
Depress and turn control knob clockwise from ON position 
(FIG 5) or     PILOT position (FIG 4) to the OFF position 
(FIG 6).

TO TURN MAIN BURNER HIGHER OR LOWER
Turn high / low flame knob to obtain high or low fire (FIG 7).
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Fig 1 Control knob

Fig 2

Pietzo Igniter

Fig 3

Rocker Switch

Fig 6
clockwise 

Fig 5

anti clockwise  

Fig 4

anti clockwise  

Low flame High flame

High / Low
flame knobFig 7 Fig 8

clockwise 

REMOVE ANY TRANSIT PACKAGING AND DISPOSE OF THOUGHTFULLY

               4. Test operation of appliance on completion of installation



HOW TO ADJUST GAS PRESSURE 
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Ceramic Log Positioning 
for Gas Fires

1. LOCATE 4 CERAMIC COALS: Four ceramic

coals are supplied with the burner base.These coals must be laid in

the position indicated on the drawing with the taller coals on the

ends and smaller coals in-between.

2 . LOCATE LOG NO. 1: This is the largest log that is

positioned at the rear of the grate.Two locating pins are positioned

at the rear of the burner. The large log has two holes on the

underside to position in place.

3 . LOCATE LOG NO’S 2 & 3: Two front log NO’S. 2 &

3 are supplied to fit into the space between the metal frame and

the ceramic base.These logs do not cover the front burner ports

but are designed to deflect the front flame back into the fire.

L O G S

P O S I T I O N I N G  O F
A L L  L O G S

• It is important to follow the log recommended
positioning.

• Log NO. 6, 10, 9 and 4 must be pinned to rear log

with pins provided.

• Not doing so can adversely effect the operation of
the appliance.

• This diagram shows the recommended log
positions, when viewed from above.

Only use logs supplied 
by the manufacturer as
other logs may effect
combustion performance.
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L O G S

Only use logs supplied 
by the manufacturer as
other logs may effect
combustion performance.

5. LOCATE LOG NO. 6. Place this log on the right hand

side of the burner on the rear log in front of the pilot. Charred end

facing inwards.The left hand side of the log is positioned between

the metal uprights on the side of the grate.

LOCATE LOG NO. 7. The charred effect of the log is

positioned on the smaller coal in the centre of the burner on the

right hand side.

LOCATE LOG NO. 8. This smaller log is placed on the top of

log NO. 2 and rests on the left hand coal in the centre of the

burner.

6 . LOCATE LOG NO. 9. This log is placed on the rear

log in the centre of the burner. Charred effect facing toward the left

of the burner.The front rests on logs 2 & 3 on the join.

LOCATE LOG NO. 10. This log is located on the rear log in

the position where the log reduces in height. The charred end is

located on the front log 3 with the charred effect facing toward the

right hand side.

4 . LOCATE LOG NO. 4. Place it on the left side of the

rear log. Charred end facing inwards.

LOCATE LOG NO. 5. This log is placed with the thinner edge

on the smaller coal.The charred effect is facing towards the front

of the burner.The whole log is positioned on the burner base.

P O S I T I O N I N G  O F
A L L  L O G S

• It is important to follow the log recommended
positioning.

• Log NO. 6, 10, 9 and 4 must be pinned to rear log

with pins provided.

• Not doing so can adversely effect the operation of
the appliance.

• This diagram shows the recommended log
positions, when viewed from above.



Commissioning Procedure
Installed correctly the burner should not emit any fumes into the
room. The following procedure should be undertaken to test that
the unit is operating correctly.

1. After unit has been operating for a short period a smoke
match, smoke tube, carbon dioxide analyser or similar should be
directed at the top opening of the unit.

2. This procedure should be undertaken with the following
conditions in the room:

• Open or closed windows
• Operation of extraction/exhaust fans, range 

hoods etc
• Operation of other gas appliances
• Operation of optional appliance fan at any speed.

E. The gas grate is recommended for use in a Jetmaster �rebox
which has been designed to ensure a proper draw and to eliminate
emission spillage.

2. Initially the Jetmaster log �re may burn with a slightly blue
�ame. After approximately 20 minutes the �re will settle down and
burn with a yellow �ame.

3. As with all gas appliances your gas log �re should be regularly
serviced. We recommend once each year. Contact your nearest
Jetmaster authorised agent to provide service. The routine for an
authorised person to follow has been set out in an attached lea�et.

4. PLEASE NOTE: Only logs provided by Jetmaster should be used
with this appliance.

5. DO NOT place articles on or against this appliance.

DO NOT use or store �ammable materials near this appliance.

DO NOT spray aerosols in the vicinity of this appliance whilst
it is in operation.

6. The appliance is a live fuel e�ect product designed to operate
with luminous �ames and may exhibit slight carbon deposition.

Warranty
Provided the appliance has been correctly installed according to
instructions, Jetmaster guarantee the cost of replacing parts and
the labour in connection therewith for a period of 12 months
from the date of installation. Should the appliance be subject to a
service contract the replacement of the parts and the service
involved in such replacement shall be at no charge to the owner
and the Warranty shall be extended to 3 years (provided of
course the appliance had been continuously serviced by an
approved Jetmaster agent).
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For further information contact Jetmaster Australia

   

E: sales@jetmaster.com.au  W: www.jetmaster.com.au

DO NOT MODIFY THIS APPLIANCE

           
   
3. Should any spillage be detected the cause must be rectified before
allowing commissioning of unit.

CH ECK FOR SP ILLAGE IN ACCORDANCE WITH THE ABOVE 
PROCEDURE AND AS/NZS 5601.1

User Instructions
1. WARNING NOTE: Properly installed and operated this 
appliance will not leak gases. Persistent fume emission must not be 
tolerated. If fume emission does exist, then the following immediate 
action should be taken.

Primarily a decorative and not a heating appliance.

          55 Marrickville Road, Marrickville NSW 2204 T: 02 9505 8500

A. Open doors and windows to ventilate room.

B. Turn the �re o�.

C. Check for �ue blockage and clear if necessary.

D. Do not attempt to relight the burner until the cause of the
emission has been identi�ed and recti�ed. Should assistance or
advice be required contact nearest agent or Jetmaster.

THIS APPLIANCE MAY EXHIBIT SLIGHT CARBON DEPOSITION.

THIS APPLIANCE REQUIRES FRESH AIR TO OPERATE SAFELY.

THE ROOM WHERE THE APPLIANCE IS INSTALLED MUST
HAVE PERMANENT VENTILATION FROM OUTDOORS.
THIS VENTILATION MUST NOT BE MODIFIED.

PRIMARILY A DECORATIVE FIRE AND NOT A HEATING 
APPLIANCE

Re: Primary guard : The guard is fitted to the appliance to 
reduce the risk of fire or injury from burns and no part of it 
should be permanently removed. For the protection of 
young children or the infirm a secondary guard is required.



* SERVICING MUST ONLY BE CARRIED OUT BY AUTHORISED PERSONNEL

* DO NOT MODIFIY THIS APPLIANCE

SERVICE INSTRUCTIONS FOR THE    

850 IRONBARK GAS BURNER.



PROBLEM POSSIBLE  CAUSE SOLUTION  

Pilot will not light No gas 1)Bleed air from gas line.
2)Check stop cocks are in on
position.(No blockage in line)

Wrong inlet pressure Adjust inlet pressure with main burner 
running.(see diagram) 

Defective spark 
electrode. 

Replace electrode if the insulator is 
cracked or the tip is corroded. Verify that 
the spark gap between the pilot and the 
electrode is correct. 

Defective piezo wire. Replace piezo wire if insulation is 
damaged , or the wire is broken or 
corroded. 

Safety interlock 
function engaged. 

Allow thermocouple to cool until the mV 
drops below the hold in requirements of 
the safety magnet,(30 seconds or less). 
Re-light pilot. 

Pilot will not hold Wrong inlet pressure. Adjust inlet pressure with main burner 
running (see diagram). 

Pilot adjustment screw 
not properly adjusted. 

Refer to item # 7 in the set-up 
guide.(also see diagram) 

Thermocouple or 
thermo-generator not 
properly inserted into 
the pilot housing. 

Refer to item #3 in the set-up guide.(see 
diagram) 

Thermocouple or 
thermo-generator has 
film build-up on tip. 

With the thermocouple and thermo-
generator tips cool, clean the upper 3/8” 
with a very fine emery cloth.  

Electrical resistance too 
high. 

Using a very fine emery cloth, clean 
thermo-generator and thermocouple 
connections at valve. Tighten 
thermocouple into valve hand tight, plus 
¼ turn with a wrench. 

Defective 
thermocouple(mV Plus 
systems) 

Verify that thermocouple is not kinked 
or damaged. Check open circuit voltage 
of thermocouple. Voltage should be 
between 18mV and 28mV. If voltage is 
less than 14mV, replace thermocouple. 

Defective thermo-
generator.(Millivolt 
system) 

Refer to item # 7 in the set-up guide. 



Defective safety 
magnet.(mV Plus 
systems) 

Verify operation of safety magnet in the 
following manner. 
(A) Depress and hold pilot button.
(B) Verify open-circuit thermocouple
voltage as described in previous step.
© Reconnect thermocouple to valve.
(D) Measure the Millivoltage between
the solder button on the base of the
safety magnet, and the valve body. If the
mV reading is above 6mV for vented
appliances, and the safety magnet does
not hold, replace the valve.
(E) If closed circuit mV reading is the
same as the open circuit reading, the coil
is electrically open. Replace the valve.

Defective Safety 
Magnet.(Millivolt 
system) 

Verify operation of safety magnet in the 
following manner. 
(A) Remove all wires from the terminals
TPTP and TP. If the voltage is above
110mV and the safety magnet does not
hold , replace the valve.

Pilot injector blocked. Replace injector with a new injector of 
the exact size and type. 

Pilot drops out Wrong pilot injector Replace the injector with a new injector 
supplied specifically for the appliance 
and gas type in question. 

Oxypilot activated Examine flue system. Repair as 
necessary. 

No gas to main 
burner with pilot 
running. 

Low gas pressure to 
appliance. 

Adjust inlet pressure with the main 
burner running.(see diagram). 

Control knob not in ON 
position. 

Rotate OFF/PILOT/ON control knob to 
the ON position. 

Thermostat/wall 
switch will not 
cycle main burner. 

Thermostat not in ON 
position. 

Turn thermostat ON, and adjust 
temperature control to call for heat. 

Thermo-generator 
output voltage not 
within design 
parameters. 

Refer to item #7 in the set-up guide. If 
unable to meet minimum requirements, 
replace thermo-generator. 



 Defective thermostat or 
thermostat wiring. 

(A) With the pilot adjusted properly, 
(Set-up section, step#7), place a jumper 
wire between TPTH and TH. Take a mV 
reading across the TPTH and TP 
terminals on the valve. This closed 
circuit voltage should not fall below 
300mV. Record reading. 
(B) Remove jumper wire from the TPTH 
and TH connections, and reconnect the 
thermostat wires to the same terminals. 
Take the closed circuit voltage as 
described in the previous step. If the mV 
reading drops below 150mV, excessive 
resistance exists in the thermostat circuit, 
and must be isolated and eliminated. 

 Defective wall switch Repeat the above troubleshooting items 
covered under “Defective thermostat or 
thermostat wiring”, except substitute the 
words “wall switch” where the word 
“thermostat” appears in the instructions. 

                                 Excessive wire                 
resistance 

Make certain that all mV connections are 
made using wire of the proper size. 

 Valve wired wrong.         Thermo-generator leads must be 
connected to the TPTH and TP 
connections of the main operator. 
Thermostat wires must be connected to 
the TPTH, and TH terminals of the valve. 

Main burner             
lights in the 
PILOT position 

Main operator coil 
Defective 

Verify electrical resistance of main 
operator coil in the following manner. 
(A) Remove all wires from operator head.
(B)With an Ohm meter, measure 
electrical resistance between TPand TH 
terminals. If the resistance does not fall 
within specification, replace valve. 

 Debris on seat of main 
valve. 

Replace valve. 

 Main seat blown out as 
a result of exposing 
LPG gas valve to 
unregulated line 
pressure in excess of 
15PSI 

Replace valve. 
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